We offer a broad range of
benchtop ultrasonic baths.

They are available in sizes from
0.5 litres to 28 litres.

Available with a choice of

- Jewellery Cleaning
- Optical Finishing

- Machined Parts

- PCB cleaning
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Specifications

The benchtop units come with a number of different options and the specification for
each unit varies depending on the model.

The units are also available with lids and baskets as an optional extra.

If you require further technical information on the specification of any of these units

please do not hesitate to contact us and we will arrange for this to be sent to you.

Unit Total Internal Overall Control Panel | Drain Tap Heat °C
Capacity Dimensions Dimensions

Us0 0.5 150x85x65 160x95x160 Manual None NA

u9s 0.95 200x150x75 210x165x160 Manual None 20-65

U100 1.5 150x140x100 280x160x190 | Digital / Manual None 20-80 (20-65 Man)
U300 2.5 240x140x100 | 180x160x190 | Digital / Manual None 20-80 (20-65 Man)
U400 3.75 240x140x150 | 260x160x240 | Digital / Manual None 20-80 (20-65 Man)
U500 45 300x150x150 | 330x180x275 | Digital / Manual | Standard | 20-80 (20-65 Man)
U1100 9.5 500x140x150 | 520x160x300 Digital Standard 20-80
U1250 12.5 295x245x200 | 315x245x200 Digital Standard 20-80
U1750 17.5 330x300x200 | 350x330x320 Digital Standard 20-80
u2800 25 500x300x200 | 520x330x330 Digital Standard 20-80

Accessories

We also offer an extensive range of accessories for use in our ultrasonic baths.

Whatever your application we can source and supply the item that you need in order
to maximise the efficiency of your cleaning operation.

If you require further information on our range of accessories please do not hesitate
to contact us.

Our baskets are stainless steel in order to cope with
rigorous daily usage without compromising performance.

We also offer stainless steel lids or plastic lids depending
on your requirements.

We can provide glass beakers and beaker holders so that
items which are too small for the basket mesh can be placed
into the beakers and cleaned while suspended in the
ultrasonic bath by the beaker holder. This allows items to

be cleaned in acidic solutions which should not be used
directly in the bath.
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