


Lapmaster has a policy of continued development
and the specifications outlined above are subject
to change without notice.

M O D E L L S P - 1 2
S T A N D A R D F E A T U R E S
Programmable process controller with
graphical user interface.

Pneumatic top plate control with precise
in-process monitoring.

Top plate wire suspension system.

Bottom plate hydrodynamic plain bearing
system.

In-process lap plate flattening.

Three, independently controlled lapping/
polishing plate and carrier drives.

Abrasive slurry distribution system with
propeller type agitator, variable speed
pump.

Retractable ring gear for loading
and unloading.

Adjustable sun gear 

Corrosion-resistant wetted parts and
hardware.

Retractable ring gear for loading and
unloading.

Anti-vibration mounting and leveling
pads.

S T A N D A R D T O O L I N G /
A C C E S S O R I E S
Two cast iron cross hatched lap plates or
two aluminum solid polishing plates :-
Lap: 36.4”/925mm O/D x 14”/
358mm I/D x 1.6”/40mm Thick
Polish: 36.7”/933mm O/D x 13.8”/
349mm I/D x 1.6”/40mm Thick

Set of  four, serrated, cast iron dressing
gears (diamond pellet coated on one
side - polishing configuration).

Starter set of  six blank, gear type work
carriers.

Dial type, precision flatness gauge.

Starter sample of  Lapmaster abrasive or
polishing compound.

Starter sample of  Lapmaster lapping
vehicle or polishing media.

Set of  Allen keys.

Operating and maintenance manual.

E L E C T R I C A L  S E R V I C E S
3 phase, 50/60 Hz, 200/220 volts

Single phase, 60 Hz, 110 volt controls &
slurry system

NEMA 12/J.I.C. electrical enclosure

5.5 kW (7.5 HP) bottom plate drive
(10-60 rpm)

1.5 kW (2 HP) sun gear drive
(5-30 rpm)

1.5 kW (2 HP) ring gear drive
(5-45 rpm)

A V A I L A B L E  O P T I O N S
Automatic thickness control.

Rinse at end of cycle.

Custom lapping or polishing plate
materials and configurations.

Machine to suit electrical supplies.

316 Stainless Steel wetted compo-
nents.

Fourth motor to drive the upper plate
(5.5 kW/7.5 HP)
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Weight: 7079lb/3218kg
Net weight: 6600lb/3000kg
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Lapmaster International Ltd

Lee Mill Industrial Estate,
Ivybridge, Devon, PL21 9EN, UK.
Telephone: + 44 (0)1752 893191
Fax: + 44 (0)1752 896355
Email: sales@lapmaster.co.uk
Internet: www.lapmaster.co.uk

International Lapping and Polishing Machine Systems


